§189.25-30

by hydraulic or electric power if so
fitted. Where remote control is fitted,
the doors shall also be operated by the
remote control apparatus.

(2) The remote controls of all valves
shall be operated.

(3) An examination of installed
weight, handling gear and related ship-
board records shall be made to ascer-
tain the condition and suitability of
the equipment for the service intended.
In conducting this examination the
marine inspector shall be guided by the
provisions of subpart 189.35. Current
valid certificates and registers, issued
by a recognized nonprofit organization
or association approved by the Com-
mandant, may be accepted as prima
facie evidence of the condition and
suitability of the weight handling gear.
Weight handling gear certificates and
registers will not be issued by the
Coast Guard.

§189.25-30 Electrical
equipment.

(a) For inspection procedures of Elec-
trical Engineering equipment and sys-
tems, see Subchapter J (Electrical En-
gineering) of this chapter.

engineering

§189.25-35 Marine engineering equip-
ment.

(a) For inspection procedures of Ma-
rine Engineering equipment and sys-
tems, see Subchapter F (Marine Engi-
neering) of this chapter.

§189.25-38 Pollution prevention.

At each inspection for certification,
the inspector shall examine the vessel
to determine that it meets the vessel
design and equipment requirements for
pollution prevention in 33 CFR part
155, subpart B.
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§189.25-40 Sanitary inspection.

(a) At each inspection for certifi-
cation, the quarters, toilets, and wash-
ing spaces, galleys, serving pantries,
lockers, etc., shall be examined by the
marine inspector to be assured that
they are in a sanitary condition.

§189.25-45 Fire hazards.

(a) At each inspection for certifi-
cation, the inspector shall examine the
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tank tops and bilges in the machinery
spaces to see that there is no accumu-
lation of oil which might create a fire
hazard.

§189.25-47 Chemical
hazards.

(@) The marine inspector shall in-
spect every chemistry laboratory, sci-
entific laboratory, and chemical store-
room during each inspection for certifi-
cation.

(b) Magazines, vans, and chests shall
be inspected during each inspection for
certification.

and explosive

§189.25-50 Inspector not limited.

(a) Nothing in this subpart shall be
construed as limiting the inspector
from making such tests or inspections
as he deems necessary to be assured of
the safety and seaworthiness of the
vessel.

Subpart 189.27—Reinspection

§189.27-1 When made.

(a) At least one reinspection shall be
made on each vessel holding a certifi-
cate of inspection valid for 2 years.
This reinspection will be made, where
possible, between the 10th and 14th
months of the period for which the cer-
tificate is valid.

(b) No written application for rein-
spection will be required.

§189.27-5 Scope.

(a) In general, the scope of the rein-
spection shall be the same as for the
inspection for certification, but will be
in less detail unless it is determined
that a major change has occurred since
the last inspection.

§189.27-10 Deficiencies in
nance.

(a) If the reinspection reveals defi-
ciencies in the maintenance as called
for by the regulations in this sub-
chapter, such necessary repairs or im-
provements shall be made as may be
ordered.

§189.27-15 Inspector not limited.

(a) Nothing in this subpart shall be
construed as limiting the marine in-
spector from making such tests or in-
spections as he deems necessary to be

mainte-
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assured of the seaworthiness of the ves-
sel.

Subpart 189.30—Inspection After
Accident

§189.30-1 General or partial survey.

(a) A survey, either general or par-
tial, according to the circumstances,
shall be made every time an accident
occurs or a defect is discovered which
affects the safety of the vessel or the
efficacy or completeness of its lifesav-
ing appliances, firefighting or other
equipment, or whenever any important
repairs or renewals are made. The sur-
vey shall be such as to insure that the
necessary repairs or renewals have
been effectively made, that the mate-
rial and the workmanship of such re-
pairs or renewals are in all respects
satisfactory, and that the vessel com-
plies in all respects with the regula-
tions in this subchapter.

Subpart 189.33—Sanitary
Inspections

§189.33-1 When made.

(a) An inspection of quarters, toilet
and washing spaces, serving pantries,
galleys, etc., shall be made at least
once in every month. If the route of the
vessel is such that it is away from a
U.S. port for more than 1 month, an in-
spection shall be conducted at least
once every trip.

Subpart 189.35—Weight Handling
Gear

§189.35-1 Application.

(a) The requirements of this subpart
shall apply to all weight handling gear
installed on oceanographic research
vessels except weight handling gear
designated to handle primary lifesav-
ing equipment. Weight handling gear
designated for this use shall meet the
applicable portions of Subchapter |
(Cargo and Miscellaneous Vessels) of
this chapter.

(b) Weight handling gear placed
under the inspection and testing re-
quired for cargo gear by the classifica-
tion society or cargo gear bureaus rec-
ognized in Subchapter | (Cargo and
Miscellaneous Vessels) of this chapter

§189.35-7

may be considered as having met the
intent of this subpart.

§189.35-3 Intent.

(a) In recognition of the special na-
ture of oceanographic research vessel
operations, it is intended that maxi-
mum flexibility be given to the owner
or operator in complying with the safe-
ty requirements for weight handling
gear in this subpart. The primary in-
terest of the Coast Guard shall extend
to hazards associated with the connec-
tions to the vessel, dangerous moving
parts, extremes in temperature and
shock hazards.

§189.35-5 Tests.

(a) An installation load test and safe-
ty assessment shall be conducted by
the owner or operator. Section 189.35-13
may be used as a guide for the safety
assessment. It shall be the responsibil-
ity of the owner or operator to notify
the Officer in Charge, Marine Inspec-
tion, of the time and place of the in-
stallation tests when occurring in a
port of the United States to permit a
marine inspector to witness the tests if
desired. Subsequent owner or operator
conducted tests may be required at the
time of the vessel’s inspection periods
if a visual examination or review of the
equipment record reveals evidence of
an unsafe condition. Tests should nor-
mally consist of exercising the equip-
ment as a unit with a proof load 25 per-
cent in excess of the equipment’s nor-
mal working load, however manufac-
turer’s design limitations should not be
exceeded. Consideration shall be given
to the plans of loading when conduct-
ing these tests. Braking, safety and
limiting devices shall be tested when-
ever feasible.

§189.35-7 Examinations.

(a) Examination of weight handling
gear will normally consist of a visual
examination with access covers re-
moved. Suitability of the equipment
for the service intended will be empha-
sized. Disassembly of the equipment
will be required only when there is evi-
dence of a deficiency or an unsafe con-
dition. Non-destructive tests, such as
radiography, ultrasonic, electronic, or
other methods may be used if appro-
priate, however will not be required.
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